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WESTERN PRODUCTS, P.O. BOX 245038, MILWAUKEE, WI 53224-9538
A DIVISION OF DOUGLAS DYNAMICS, L.L.C.

64392
SHOE ASSEMBLY KIT
UltraMount® MidWeight™ Blade
Parts List and
Installation Instructions
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64392 SHOE ASSEMBLY KIT (PAIR) 
Item Part Qty Description 

1 64388 2 SHOE BRACKET 
2 49067 2 DISC SHOE ASSEMBLY 
3 60028 2 DISC SHOE 
4 60045 2 SPACER 
5 91192 52 ROUND FLAT WASHER – SPECIAL 
6 93010 2 7/16 x 1-3/4 LINCH PIN ZYC 

NS 64391 1 BOLT BAG ASSEMBLY (64392) 

64391 BOLT BAG ASSEMBLY (64392) 
7 91335 6 1/2-13 HEX LOCKNUT GB 
8 90575 6 1/2-13 x 1-1/4 HEX CAP SCREW G5 

G = Grade NS = Not Shown 
ZYC = Zinc Yellow Chromate 
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64392 SHOE ASSEMBLY KIT INSTALLATION INSTRUCTIONS

INSTALLATION INSTRUCTIONS

NOTE:  Please give these instructions to the customer.

1. Position the shoe bracket to the blade base channel
as shown in Figure 1. Align holes in shoe bracket
with holes in base channel.

2. Loosely assemble each shoe bracket with two
1/2" x 1-1/4" hex cap screws and 1/2" hex locknuts
through back of bracket and base channel, and one
1/2" x 1-1/4" hex cap screw and 1/2" hex locknut
through the top hole in bracket and base channel.
Torque fasteners to 75 ft-lbs. (See Figure 1.)

  WARNING
Raise and securely support blade with blocks
or tip blade face down for installation.
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DISC SHOE ADJUSTMENT

Changing the number of washers above or below the
shoe bracket adjusts cutting edge height and pressure.

Adjust disc shoes by placing spacer and 10 washers on
bottom of shoe bracket and 16 washers on top. Final
adjustment is made with plow attached to vehicle. (See
Figure 2.)
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