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Black and White 
wire plug

Red and White 
wire plug

Green and White 
wire plug

White wire
To ground

Connect to existing harness

Black and White 
wire plug

Red and White 
wire plug

Green and White 
wire plug

White wire
To ground

Connect to existing harness

Drill .66” diameter hole 9-7/16” from 
rear bolt on existing Lift Arm for 
EZ Mount Classic and Custom 
mountings only. (See S.B. 208)  

Drill .66” diameter hole 9-7/16” from 
rear bolt on existing Lift Arm for 
EZ Mount Classic and Custom 
mountings only. (See S.B. 208)  

Driver Side SAE Hose

Driver Side NPT Hose with SAE Adapter

22652 22443

Passenger Side SAE Hose

Passenger Side NPT Hose with SAE Adapter

22652 22444

 PARTS LIST

Part No. QTY Description
15995 1 E-58H Hydraulic Unit
15630 1 • E-58H Cover
15631 1 • Cover Strap
08128 1 • Adapter Kit
15912 1 •• Connector Adapter
22652 2 •• SAE 6 x 1/4” NPT Adapter
22461 2 •• 1/4 x 38” Hose Assy SAE 6 x Face Seal
08206 1 •• Coupler Kit
22442 1 ••• SAE 6 Male P.A. Block Coupler
22443 1 ••• SAE 6 Female Coupler
22444 1 ••• SAE 6 Nipple Female Coupler
22445 1 ••• SAE 6 Female P.A. Block Coupler

15912
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Note: Do not use couplers (22443 and
22444) on units installed on E-Z Mount
Plus, MDII or Drive Pro Plow Systems.
Use 1/4 x 33” Hose Assy SAE 6 x Face
Seal. (eliminates coupler use on both the
ange cylinder hoses and P.A. Block )

Note: Only use couplers (22443 and 22444) on units installed on E-Z Mount Classic or
E-Z Mount Custom Plow Systems where only the plow is removed from the vehicle.

15630

15631


